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MBX  Blaster Pneumatic
®

Technical details:
Free speed:	 3,500 rpm ± 5 %
Required air pressure:	 6.2 bar (90 PSI) > Bristle Blaster Belt 23 mm 
	 5.2 bar (75 PSI) > Bristle Blaster Belt 11 mm
Average air consumption:	 17,5 CFM (0.5 m 3/min) ± 10 %
Required interior air hose size:	 3/8" (9.5 mm)
Weight:	 1.2 kg

MBX  Blaster Electric®

Technical details:
Free speed:	 3,200 rpm
Voltage rating AC (3200):	 240 V +/- 10 %
Voltage rating AC (3200A):	 120 V +/- 10 %
Amperes (3200):	 2 A +/-15 %
Amperes (3200A):	 4 A +/-15 % 
Weight:	 2.2 kg

MBX  Bristle Blaster Belts 
11 mm width

®

0.7 mm spring 
steel angled, 
ground and heat 
treated tips 
OD: 115 mm

MBX  Adaptor System 
         11 mm width

®

made of high  
quality die cast  
aluminium,  
with safety  
elements

MBX  Bristle Blaster Belts
          23 mm width

®

0.7 mm spring 
steel angled, 
ground and heat 
treated tips 
OD: 115 mm

MBX  Adaptor System
          23 mm width

®

made of high  
quality die cast  
aluminium,  
with safety  
elements

MBX  Bristle Blaster Set
          Electric

®
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MBX  Bristle Blaster Set
          Pneumatic

®
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